danbrownjr - In-ear Monitor System
This sheet is designed to help the tech team/sound team understand my personal monitor equipment and needs.

To ensure a timely set-up and avoid confusion, perhaps it would be best to explain my personal in-ear monitor step-up before hand. This way everyone is on the same page the day of the event and we can worship Jesus!

***I run the Shure PSM200 directly off my vocal and cab mic, on stage, before it gets to the board.***
This way, the sound personnel has 0% control over what is hear or how it’s hear in the in-ear monitor system.

Think of it like this:

1. Vocal Mic → Cable → PSM200 → Cable → Board (or snake)
2. Cab Mic → Cable → PSM200 → Cable → Board (or snake)

This way all I hear in my in-ear monitor is my guitar and my vocals.

So, that’s it! I’ll bring the extra cables, I’ll set it all up and the sound guy can just sit back, relax and serve the Lord by running the board.

If you are not familiar with the Shure PSM200, please read below.

Ultra-affordable In Ear Monitoring!

As the least expensive in ear monitor system offering both Shure's renowned quality and innovative new features, the PSM 200 makes the benefits of in ear monitoring accessible to a wide array of cost-conscious musicians, houses of worship, and installations requiring assistive listening devices. Beyond cost, the PSM 200 components deliver exciting new features including the built-in ability to upgrade the receiver from wired to wireless (as is the case with this system), a transmitter that is also a mixer, and a high fidelity earphone.

PSM200 P2R Hybrid Receiver
For those users that can't initially afford wireless, the P2R Hybrid Receiver protects their investment by allowing them to upgrade at a later date. The hybrid receiver starts as a wired bodypack and with the addition of the TransMixer component, operates fully as a wireless receiver.
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